Cressa

CATALOG

MANUFACTURER OF MARINE LIGHTS
HARDWARE AND ACCESSORIES

NAVIGATION LIGHT SOLAR POWERED VENT UNDERWATER LIGHT  ALL-ROUND LIGHT SEARCH LIGHT



OUR COMPANY

CRESSA, founded in 2012, is a Shenzhen-based LED lighting manufacturer in China.
With professional engineers and 1IS09001 certificated factory, CRESSA has been com-
mitted to industrial lighting solutions and manufacturing for more than 10 years.

“Being a professional manufacturer as well as energy-saving lighting solutions
provider” is what we will always insist on. Cresea not only provides customers with
high-quality products but also offers them the corresponding solutions. “All is for
creating a healthier lighting environment” is Cresea’ s commitment to fulfilling its
social responsibility.
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LED Navigation Light 12VDC

¥ X
CSMO11021-WHLD

Wattage: 0.9W,
Voltage: DC 12V,
Material: Plastic.
Vertical mount.

’ A

CSMO11022-WHLD

For use on boats up to 39.4 ft (12m).

CEMO11023-WHLD

C5MO11024-WHLD

CS5MO11025-WHLD

—

j

Navigation Light

——d2.6m

58. 9mm

=

Model No. Type Angle  Housing color Visibility
CSMO11021-WHLD |Green Starboard light 1125° White TNM
CSMO011021-LD Green Starboard light 112.5° Black TNM
CSM011022-WHLD |Red Port light 112.5° White TNM
€SM011022-LD Red Port light 112.5° Black TNM
CSM011023-WHLD [White Masthead |ight 225° White 2NM
CSM011023-LD White Masthead light 225° Black 2NM
CSMO11024-WHLD |White Stern light 135* White 2NM
CSM0L11024-LD White Stern light 135° Black 2NM
CSMO11025-WHLD (Bi-Color bow light 225° White TNM
C5M011025-LD Bi-Color bow light 225 Black TNM

=33 6m

LED Navigation Light 12VDC

C5M011011-LD

Wattage: W
Voltage: DC 12V,

CSM011012-LD

Material: Plastic and 5.5.304.
LED with colored lens and black housing.

CSM011013-LD

CSM011014-LD

C5MO011015-LD

“DC24V LED lights available. | )
For use on boats up to 39.4 ft (12m). .§

Model No. Type Angle Visibility T

CSM011011-LD  |Green Starboard light 125° TNM ,

CSM011012-LD  |Red Port light 112.5° 1NM

CSM011013-LD  |White Masthead light 225° 2MN E

CSM011014-LD  |White Stern light 135° 2NM T

CSMO11015-LD Bi-Color bow light 225° TNM 1 — |




Navigation Light

LED Navigation Light 10-30VDC

R *Mjmw ?JQ

CSMO11200 C5M011203 CsMO11204 C5M011205

IP 66,

Bi-color light 3.4W.
Wattage: Sidelight 1.7W.
Voltage: DC 10-30V.
Material: Stainless Stes

Horizontal mount. Red and Green LED in clear |enses.
For use on boats up to 65.6 ft (20m). /\
_g‘iﬁw
Model No. Type Angle Visibility
Green Starboard light 125" 2NM

C5M011200 Red Port light 11250 2NM

CSM011203 White Masthead |ight 225° 2NM i

CSM011204 White Stern light 135° 2NM %

CSMO11205 BE-CD|OE Bow |ig|‘ll 225" 2MM [ I i

LED Navigation Light 12VDC

C5MO011006 CsM011007

|P 66

Bi-color light 3w

Wattage: Sidelight 1.5W.

Voltage: DC 12V

Material: Stainless Stee|

Horizontal mount. Red and green led in clear Bnses
For use on boats up to 39.4 ft (12m).

Model No. Type Angle Visibility
Green Starboard light 112.5° 1NM
CSM011006 Red Port light 1125¢ TNM
csSM011007 Bi—Cqur Bow |Ight 225° TNM C




Navigation Light

LED Navigation Light 12VDC

For use on boats up to 39.4 ft (12m)
Bi-color light 2.2W,

Wattage: Sidelight 1.5W,

Voltage: DC 12V,

Material: S.5.316 and PC base.

B4E Orm—=|

Horizantal mount S =
Model No. Type Angle Visibility CSMOLL0%0
Green Starboard light 11257 TNM "
CSM011090
Red Port light 112.5° 1NM @,
€SM011094 White Stern Light 135° ZNM N4 | -
Bi-Color Bow light 225° INM T — e
] €SM011085 CSM011094

LED Navigation Light

IP &6

For use on boats up to 394 ft (12m).
Wattage: 1W

Valtage: DC 10-30V

Material: Stainless Steel 304

Horizontal Surface mount.

19mm S2mm

W29

Green Starboard light 1125° INM
CSMOLLOTO0 I gedt port light 1125° INM CSM011070
‘ cSMo11075 | Bi-Color Bow light 225" INM

LED Navigation Light

A0mm arm

P 66 |

Wattage: E011026:1W*2 E011027:2W b .

Voltage: 12VDC. "

Visib”ity 2NM 3

Horizontal mount. a o~ i .
£

For use on boats up to 65.6 ft (20m).

Model No.  Type Angle Material
CSMD11026  |Green Starboard lightRed Port light  |112.5° Plastic CSMOLIO26-55 — CoMOLI00
CSM011026-55|Green Starboard light.Red Port light  |112.5° 55316 .
CSM011027  |Bi-Color Bow light 225° Plastic T
CSMD11027-55|Bi-Color Bow light 225° 55316

CSM011027-55




Navigation Light

LED Navigation Light 12VDC

|P 66 NN —p
Angle:112.5° _I
Wattage: 1W @ @
Voltage: DC 12V, '
Material: Stainless Stee| 316 P e—
Far use on boats up to 39.4 ft (12m), @
Visibility
Green Starboard light TNM
o CSM011028-55
CSMOL1028-55 Red Port light 1NM

LED Navigation Light 12VDC

IP 66. - e
Angle:112.5° |
Wattage: 0.8W : o s CSMO011003
Material: Plastic E011003 E011004
For use on boats up to 39.4 ft (12m).
Model No. Type Visibility
Green Starboard light TNM
ComoLions Red Port light 1NM .
Green Starboard light TNM CSM011004
CSMO11004 Red Port light TNM

LED Navigation Light 10-30VDC [EEEN

|P 66.
Angle:112.,5°
Wattage: 2W
Material: Plastic.
Vertical mount. CSM011005-CP
For use on boats up to 65.6 ft (20m).

Model No. Type Housing Visibility % Q
Green Starboard light White 2NM \ )

CSMO11005-WHC Red Port light
CSMO11005-WHC

34 Hnm:t

Green Starboard light Black 2MNM

CSM011005-BKC Red Port light
CSM011005-CP Green Starboard light Plastic Plating Silver | 2NM
Red Port light

CSMO011005-BKC




Navigation Light

LED Stern Light 12VDC

|P 66,
Angle:135°
For use on boats up to 65.6 ft (20m).
Wattage: 2.2W.
Voltage: 12VDC.
Material: S.5.304.
Model No. Type Lighting color Visibility '
CSM011053 Round Stern Light Cool White 2NM
CSMO11053W Round Stern Light Warm White 2NM
CSMO11055 Round Stern Light Bule e

Navigation Light 12VDC

IP 65, ——c =

Angle:112.5°
Voltage: 12vDC.

Material: Plastic
For use on boats up to 39.4 ft (12m).

e

Model No. Type Wattage Visibility

Green Starboard light TN
CSMO11077 (Tungsten lamp) Red Port light 5W INM

Green Starboard light INM ST
CSMOLIOFHLD (LED) Red Port light 1.5W TNM

LED Bi-color Bow Light

|P&5S
Angle:225°
For use on boats up to 39.4 ft (12m).

A5 D=

Model No.  Material Voltage  watt Visibility
CSMO11072 Chrome-plated zinc | 12VDC 07w TNM
CSM011073 Stainless Steel 10-30vDC | 2w 2NM CSM011072 CSM011073




Navigation Light

LED Bi-color Bow Light 12VDC

?56.2mm

Redl  Groen
ol i

i

. E
| E
o
| ]
[
Visibility:TNM

For use on boats up to 394 ft (12m) CSM011502 CSMO011512
Wattage: 1.5 W. CsSM011502 CSMO11502-B2
Voltage:12 VDC,
Model No. Base Type Height ' ‘
CSM011502 Flug-in mount 12" (306mm)
CSM011502-B2 Plug-in mount, w/ Straight base 12" (306mm) -
CSM0OL11512 Fixed mount 4" (99mm) -
CSMO011512-WH Fixed mount 4" (99mm) C5MO11512 C5MO011512-WH

LED Bi-color Bow Light 12VDC

Visibility:TNM E
For use on boats up to 39.4 ft (12m), ' o
Wattage: 2'W. | ‘ =
Valtage;12 VDC.
Material: Plastic+Stainless Steel
Model No. Base Type Height ' i
CSM011527-12 Plug-in mount without work light |11-1/8" (282mm)
CSMO11527-12B3 Plug-in mount, without work light |11-1/8" (2B2mm)
w/ 55 Straight base
CSMOL1528-12 E:ug-iln muun; wit: wor: :ig:t :Il ;1::;: E:ﬁmmg
ug-in moun with work light -1/8" mm
CSMO11528-12B3 | /s straight base CSM011527  CSMO11528




Navigation Light

LED Tri-color Bow Light 12VDC

Wattage : 1.5W*2 Nous ! , g
LED Tri-Color Light use ﬂ

Visibility:1NM [P | ’
Voltage : 12vDC L) g;i i g
for boats up to 39.4 ft (12m). j

Visibility

CSM011185D-3C |1NM |Red+Green+White=360degree |

CSMO11185D-3C

All-round And Masthead Light

Visibility:2MNM
All-Round light use for boats up to 39.4 ft (12m).
Stainless steel tube.

Angle 225° /360° .

Model No. Bulb Type Height
CSM011185D LED 4" (99mm)
CSM011185LD LED 12'(293mm)
CSMD11186D LED 10"(259mm)

C€SMO11185D CSMO11185LD CSMO11186D CSM011185D0 CSMO11185LD C5M011186D




Navigation Light

LED All Round Light 10-30VDC

P67

For use an boats up to 164 ft (50m).
Wattage: 3 W,

Valtage:10-30 VDC.

Material: Plastic

— . CSM011001
Model No. Lighting Color Certificate
CSMD11001 White 360 * USCG INM
CSM011001-GN Green 360 ° USCG 2NM
CSM011001-RD Red 360° USCG 2NM
CSMO11001-RD CSM0O11001-GN
== 00 o dwn =
|
lan -
|P67. | £
Visibility:3NM g =
LED All-Round Light use for boats up to 65.6 ft (20m). | =
Wattage: 3W.
Voltage:B-30 VDC,
Material: Plastic+Aluminum pole, E011201-8A ED11201-12A
Model No. Base Type Overall Length
CSMO11201-8A Adjustable base 8" (203mm)
g Adjustable base 12" (305mm
CSM011201-12A ) [ 1 | CSM011201-12A  CSMO11201-8A




Navigation Light

LED All-round Light 12VDC

Model No. Base Type Overall Length
CSM0D11184-4 Fixed mount 2.8" (70mm) IPBS
CSMOD11184-7 Fixed mount 6" (150mm) Visibility:2NM

- " Wattage: 1.5W.
CsSMD11284-9 Adj-ustable mount 8 {EPSmmJ Voltage:12 VDC.
CSM011284-25 Adjustable mount 23.6" (600mm) Material: Plastic+Stainless Steel
CSMD11384 Adjustable mount 14.2" (360mm) Color Temperah.‘ire: Daylight white 4000-4500K

LED All-Round Light use for hoats up to 65.6 ft (20m)

CSMO11584-24 Plug-in mount 22" (557mm)

SERIES 84
USCG 2NM s

E

CSM011184-4 Cs5M011184-7 CSMO11284-9 CSM011284-25 CSM011384 (CSMO011584-24

®55.3mm
c
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CSM011184-4 CSMO0111B4-T CSM011284-9 CSM0O11284-25 CS5M0O11384 CSMO011584-24




Navigation Light

LED All-round Light 12VDC

Model No.

CSMO11189-4
CSMO11189-7

Base Type

Fixed mount
Fixed mount

Overall Length

4" (106mm)
7-1/2" (186mm)

CSMO011289-9N

Adjustable mount

9-1/4" (235mm)

C5M011283-25N Adjustable mount 25" (635mm)
CSM011283-22A Adjustable mount 21-1/2" (546mm)
C5M011283-25A Adjustable mount 25" (635mm)
CSMO11389-12A Adjustable mount 12" (305mm)
CS5M011389-16 Adjustable mount 16" (396mm)
CSMO11389-16A Adjustable mount 16" (396mm)
CSM011589-24 Plug-in mount 24" (593mm)
CS5M011589-248 Plug-in mount,w/Straight base 24" (5893mm)
C5M011583-36 Plug-in mount 36" (B9Bmm)

C5MO011689

Plug-in mount

28-1/4"~44"(750-1110mm)

IPG5

Visibility:2NM

Wattage: 1.5 W,

Voltage:12 VDC

Material: Plastic+Stain|ess Steel

Color Temperature:

Daylight white 4000-4500K
LED All-Round Light use

for boats up to 65.6 ft (20m).

SERIES 89
USCG 2NM

CSMOLLIIRG-4

CSMO111859-4

f__'7’l'“-~| {—-—!
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CSMO11189-7 CSMO011289-9N

CSM011289-25N  CSM011389-16
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CSMO1118%9-7 CSMOI1289-9M CSMOL11289-25N CSMO11389-16 CSMOL1589-24 CSMO11589-24B
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CSMD11589-24 CSM011583-36

CSMOLER8Y




Navigation Light

LED All-round Light 12-24VDC

Model No. Base Type Overall Length
CSM011042 / 1-3/4" (T1mm) PG5
C5MO11142 Fixed mount 4-7/8" (124mm) Visibility:3NM
CRMOILIAZ W Fiked mount 4-7/8" (124mm) For uset);n boats up to 65.6 ft (20m)
CSMO011142-12 Fixed mount 12-1/2" (318mm) Wattage: 2.5 W P ’ ’
CSMO11242:3 Adjustable mount 9-1/2" {248mm) Mater?al'l Pl'asti£+5tain|ess Steel
CSM011242-25 Adjustable mount 25" (642mm) )

— - Color Temperature;
CSM011342-16 Adjustable mount 16" (403mm) Daylight white 4000-4500K
CSMO011542-24 Plug-in mount 24" (600mm) *12-24VDC Green or Red LED light available
CSMO11542-24B Plug-in mount, w/ Straight base 24" (600mm)
CSM011542-36 Plug-in mount 36" (905mm)
SERIES 42

USCG 3NM

A

C5M011042 C5MO011142  CSMO11142-12 CSM0O11242-9 CSM011243-25 C5M011342-16 CSM011542-24 C5M011542-248 CSMO11542-36

E
£ 254mm —f=—
<
~ E £
a% E E
E I = ] <
-5 =
i - I
CSM011042 CSM011142 C5M011142-12 C5M011242-9 CSM011242-25 C5M011342-16 CSMO11542-24 (CSM011542-36




Navigation Light

LED All-round Light 12-24VDC SERIES 62

Model No. Base Type Overall Length
CSMD11162-D Fixed mount 4-3/8" (110mm) |P&S
CSMO11162-DWH Fixed mount 4-3/8" (110mm) Visibility:2NM
CSM011262-D Adjustable mount 9-5/8" (244mm) Wattage: 2.5 W,

- Material: Plastic+Stainless Stee|.
CSM011562-D12B Plug-in mount W/straight base 13" (335mm) For use on boats up to 65.6 ft (20m).
Straight Light Head

[ =i~ @a60.5mrm

=7 i

1
244mm

it I\
&y = [
-—]I—ﬁ E__ —_—

CSMO11162-DWH CSMO011162-D CSMO11262-D CSMO11562-D12B CSMOl11162-DWH  CSMO11262-D CSM011562-D12B

Angled Light Head

Maodel No. Base Type Overall Length
CSMO011362 Adjustable mount 9-1/2" (248mm)
CSMD11362 Adjustable mount 16" (403mm)
CSM011562-24WH Plug-in maount 24" (600mm)
CSMO11562 Plug-in mount 24" (600mm)
CSMO11562B Plug-in mount, w/Angled base 24" (600mm)
CSMOL1662 (Telescopic Aluminum Pole)| Plug-in mount 29-1/4"~43-3/4" (750-1110mm)

l_‘l"'--. i

%

750 — 1110 mm

BODmm

- 24 Brro
-} -
r‘l[

I

C5MO011262 CSMOL1362 CSMO11562-24WH CSMO11562 CSMOL11162 CSMO11262 CSMO011362 CSMO11562-24WH CSMOL1562 CSMO11662




Navigation Light

LED Anchor Light 12-24VDC

Mode| No. Base Type Overall Length
CSM011180 Fixed mount a7 (198mm)
CsSM011280 Adjustable mount 10" (252mm)

- . P65
CSM011380 Adjustable mount 16" (407mm) Visibility:2NM
CSM011580 Plug-in mount 24" (604mm) Wattage; 2.5 W
CSM011580-24B Plug-in mountw/Angled base 24" (604mm) Voltage:12-24 VDC
CSMO11680 Plug-in mount 28-1/4"~44-3/4"
(Telescopic Aluminum Pols) {750-1110mm)
SERIES 80

USCG ZNM

. ¥

L]

—
CSM011180 CSMD11280 CSM011380 CSMO11580 CSMO11580-24B CSMOD11680
- =4 7 Ommr
et
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CSMO11180 CSM011280 CSM011380 CSMOD11580 CSMO11680




Navigation Light

LED All-round Light 10-30VDC SERIES 60

Model No. Base Type Overall Length
CSMO011160-5 Fixed mount 6" (152mm)
CSM011260-9 Adjustable mount 9.5" (247mm) |PBS.
C5M011260-124 Adjustable mount 12" (305mm) Visibility:ZNM
CSMO011260-25A Adjustable mount 23.6" (600mm) Wattage: T W.
CSMO11360-15A Adjustable mount 15" (3B1mm) Voltage:10-30 VDC.
CSMOL1560 24 Plug-in mount 22 (557mm) Material: Plastic+Stainless Steel pole
Angle 360",
CSM011660 Plug-in mount 27-1/3" 41-1/3 (695-1050mm)
=
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CsSMO011160-5 C5M011260-9 C5M011260-12A CSMO11360-15A CSMO11560-24A C5M011660

A, i | o
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Navigation Light

Mounting Base,
for Plug-in Mount Pole Lights

VTTY

C5MO11500-85 CSMO11500-5 CSMO11500-T CSMOL11T00-A2

Model No. Base Type Material
CSM011500-55 - Straight base Stainless Steel and PC
CSMO011500-5 Straight base Plastic

CSMO11500-T Angled base Plastic
CSMO11700-A2 Angled base Plastic

Portable LED Navigaiton Lights

Battery Operated, No Wires Required

sESw

CSM011206-RG CSM011206-WH CSM011206-RGN  CSMO11206-WHN  CSMO11206-WHM CSM011206-RGM
Model No. Color Angle Type Visibility
CSM011206-RG Bi-Color bow light 2257 Fixed base TMNM
CSM011206-WH | White 360° Fixed base 2NM
CSM011206-RGN | Bi-Calor bow light 225" Swive| base 1NM Waterproof. |P66

For use on Kayak, Inflatable

CSMO11206-WHN | White 360° Swive| base 2NM boat Cance...
CSM011206-RGM | Bi-Color bow light 225" Magnetic base 1NM *Battery (not included)
CSMO11206-WHM | White 360° Magnetic base 2NM
C5M011206-BS Lock Base Only




Navigation Light

LED Replace Bulb

LED: 33pcs=0.2W 2835

Effective Wattage: 2 W.

Voltage: 10-24VDC

Material: PC+Ceramic

Type: BA15D parallel double contacts
Lighting Angle : 360 degree

Model No. Color Temperature Type
CSMOD1174-NWH Nature White BA15D parallel double
contacts
CSMOD1174-HWH/1 Nature White BA15D high and low
double contacts
CSMO01174-RD Red /
CSMO001174-GN Green /
J
Voltage: 12VDC L
Material: Stainless stee|
Type: Festoon LED
Lighting Angle : 360 degree
Color; Nature white, CSMO01140-WH44
Size: Overall length
Model No. LED Effective Lumen Watts Color Temperature
16 PCS5*0.2W | 130LM 1.8w MNature White 4000-4500K
CSMOD1140-WH326
CSMO01140-WH44 |24 PCS*0.2W | 193LM 2.bw MNature White 4000-4500K

C5M001140-WH26




Underwater Light

LED Underwater Fishing Light 10-30VDC

|P&E

Effective wattage:24W/45W

Material; PC & Aluminum.

These super bright LED lights that is your

best choice to attract prawns, squids and fish,

These undsrwater LED lights can penetrate up to 5m

Madel No. Color & Color Temperature LED Power

CSMO18006-WH  [White (5500-6300 K} 60x0.5 W

CSM018006-GN  |Green 60x0.5 W

CSM018006-BU  [Blue 60x0.5W

CSMO18007-WH  [White (5500-6300 K) 123x05W

CSM018007-GN  |Green 123x05W

C5M018007-BU  [Blue 123x05W é‘
CSMO018007

LED Underwater Fishing Light 10-30VDC

|P68

Eifective wattage:45W

Applied wide range voltage 10-30V,

Brighter than a 400 watt halogen light with

only 45w power consumption.

Saving 70% electricity than the conventional light.
Hexagon hollow aluminum tube is used to lower

the temperature rapidly and will prolong the life of the LED.
Double-|ayer waterproof design for better performance.
Material: PC & Aluminum

CSMO1B0OB-WH (CSMO18008-GN

'Model No. Color & Color Temperature LED Power
CSM018008-WH | White (5500-6300 K} T44x0.5W
CSMO018008-GN Green 144x=0.5 W
CSMOL18008-BU Blue 14405 W

CSMO018008-BU




Underwater Light

LED Underwater Light 10-30VDC

CsMo19018 C5M019019

|P68

Working Voltage: 10-30 VDC
Cover Material: 5.5.316 polished
Mount Type: Surface mount
Diameter: 3"-2/3"(92.8mm)

High quality S.5.316 under water light are designed to be internal driver, |

easy to installed on the boat surface. [!
Model No. Color LED Power l—B:
CSM019018 White 6x3W Fﬁ |
CSM015019 Blue 6x3W B

LED Muti-color Underwater Light 12-24VDC

P68

Working Voltage: 12-24 VDC

Cover Material: 5,5.316 polished

RF remote control (433 MHz)/ switch control
RGBW+7 Muti-colors 4 modes

* The master controller can connect up to 3 lights.
* The vice contraller use for more than 3 lights in a boat,

C5M0190218B-C

Model No. Color LED Power f
CSMO19021B Muti-Color 6pcs x 3W RGBW LED | =03
- b
CSM019021B-C Master Cuntrclller with Remore 0o
controller, 3 wire connectars 3 E___ —
CsM019021-C1 Vice Cantroller ' on




Underwater Light

LED Underwater Light

OO0 «—

CsM019002-1

Water Proof Level: IPRS
Waorking Valtage: 10-30 vDC
Cover Material: $.5.316 polished
Material: Stainless Steel 316
Mount Type: Surface mount .
Veiwing Angle : 90" CSMO019005
Patent No. 2017306406244, 201721747478.6

High quality 5.5.316 under water light are designed to be internal driver,

easy to installed on the boat surface,

Model No. Color LED Power Overall Length .

CSM019001-1 Cool White 27X0.2W 3-5/6"(95.5mm) | - +

CSM019001-W2 Warm White 27X0.2W 3-5/6"(95.5mm) — |

CSM019002-1 Blue 27%0,2W 3-5/6"(95.5mm)

CSM019002-RD Red 27X0.2W 3-5/6"(95.5mm)

CSM019003 Green 27X0.2W 3-5/6""(95.5mm)

CSMD15002-We White+Blug 24X0.2W*2 3-5/6"(95.5mm)

CSM019004 Cool White 39X0.2W 4-3/4"(120mm)

CSM019005 Blue 39%0.2W 4-3/4"(120mm) _ ‘rrl"

CSM019005-W8 White+Blue 33X0.2W*2 4-3/4"(120mm) e
CSM019002-1

LED Underwater Light

Working Valtage: 12 VDC
Water Proof Level: IPGB
Mount Type: Surface mount

® ©
e O
—=+38 Bmmt=—

/ BB8.Bmm
Model No. Color LED Power
CSM018005-WH Warm White 6%0.2W
CSMO018005-BU Blue 6x0.2W
Z1.0mm



Underwater Light

LED Trim Tab Trasom
Underwater Light Bar 12-24VDC

Water Proof Level: [PGB

Mount Type: Surface mount
High quality under water light are designed to be internal driver, £
easy to installed on the boat surface.

Model No. Color LED Power F o o ‘
CSM01900T One pair white 21x0.2W ' *
CSM019008 One pair blue 21x02W = 1
LED Plug Drain Underwater Light

CSM019011 CSM019014

- WA = - 2 -

Water Proof Level: P68 [:_I—_' B 6

Material: Brass

T D =
—
[

Model No. Color LED Power Voltage 3 CSMO19014
CSM019011 White 2x02W 12vDC

CSM019012 Blue 2x02W 12vDC .
CSM019014 White 1x7W 10-30VDC ; w} H rlr’_‘“n]
CSM019015 Blue 1x7W 10-30VDC L o i “»_,/

3

C5M019011




Underwater Light

LED Underwater Light 10-30VDC

L= -

-
CSM019031 CSM0O19131s

High quality underwater light are designed to be internal driver,
easy to installed on the boat surface.
Extremely bright.

Waorking Voltage: 10-30 VDC. ' :“: e ———
Water Proof Level [P68. A% L,._i‘%::” £
Model No. Color LED Power Cover Material N
CSM019031 White 3x3IW PC

C5M019032 Blue 3%3W PC ) .

CSM019131 White 6% 3IW PC ——
CSM019131S  |White 6x3W 55316 Sl S
CSM019132 Blue 6% 3W PC A ——

CSM0191325 Blue Bx3W $5.316 CSM0191315

LED Underwater Light 10-30VDC

%) e | 339
( > - 7 t ¥
N/ - ®

CSM019121 CSM019121S CSM015221 CSM0192215 CSM019321 CSM019321S
Extremely bright.
Warking Valtage: 10-30 VDC
Water Proof Level: IPGE. . . _
:I;gtcéuiilég ﬁl;;:lglr_i Tﬁ;e];ggth:uaﬁrg g:mgned to be internal driver, /_ﬁh\' e

Model No. Color LED Power Cover Material ( Q} ——
CSMO19021R White 3Ix3W PC N/ A -
CSM019022 Blue 3x3W PC CSM019121 '
CSM019121 White 6x3W pPC

CSM0D191215 White Gx3IW 5.5.316

CSM019122 Blue 6x3W pPC

CSM0191225 | Blue 6x3W $5.316 —
CSM019221 White 9x3W PC .
CSMO0192215 White 9x3W 55.316

CSM019222 Blue 9x3W PC

CSM0192225 Blue 9=3W 55.316

CSMD19321 White 12x3W PC ~7
CSM0193215 | white 123w 55316 -
CSM019322 Blue 12:x3W pPC

CSM0193225 | Blue 12:3W 55316 CSM019321,




Courtesy light

LED Oblong Courtesy Light

P67 [r——Taw
Wattage: 0.5W

! T eI
e L7 B

LED power: 3x0.2W & | \

Flush mount AL [:] / ﬁ[ﬁ
= -

Material: 5.5.316 and PC base.

Model No. Color Voltage

CSM013106-CWH Cool White(5500-6300K) 12vDC

C5M013106-YWH Warm White(2900-3200K) 12vDC CSMOL3106-CWH  CSMD13106-WH
CSM013106-BU Blue 12VDC

CSM013106-CWH24 Cool White{5500-6300K) 24vDC

CSM013106-WH24 Warm White(2900-3200K) 24VDC

CSM013106-BU24 Blue 24VDC CSMO13106-BU
CSMO013106-CWHK Cool white(5500-6300K) 12-24VDC

CSMO13106-WHK Warm white(2900-3200K) 12-24VDC

C5M013106-BUK Blue 12-24VDC

LED Oblong Courtesy Light

P67 B —— !
Wattage: 0.5W. \ & £ \
Voltage: 12vDC & = &1 -
Flush mount. 8 = R
Material: Plastic
Model No. Material Color Temperature LED Power
CSM013106-CWHW

C5M013106-CWHW PC White Cool White{5500-6300K) 3=0.2W
CSMO013106-WHW PC White Warm White(2900-3200K) | 3x0.2W
C5M013106-BUW PC White Blue I=0.2W

PCBlack Coo| White(5500-6300K) Ix0.2W
C5M013106-CWHEB

PC Black Warm White(2900-3200K) | 3x0.2W
CSM013106-WHB PCBlack Blue 3x0.2W CSM013106-WHB
C5M013106-BUB

LED Courtesy Light
E

P67 T2 P
Wattage: 1.2W E_ .
Mount Type: Surface mount a %
Material: S.5. 304 E ﬁ @
Model No. Voltage Color Temperature LED Power — y

- e e - -
R _— =

C5M012081 12vDC Cool White(5500-6300K) 6x0.2W CSMO12081 CSMO12082
C5M012082 12YDC Blue 6x0.2W
CSM012081-24 24VDC Cool White(5500-6300K) 6x0.2W
CSM012082-24 24VDC Blue 6x0.2W




LED Courtesy Light

IPBS

Working Voltage: 12 VDC
Mount Type: Surface mount

Material: PC
Model No.

C5M013051
CSM013052

Color Temperature

Warm White(2900-3200K)
Blue

FEam
LED Power
5x0.5W
5x0.5W

LED License/courtesy Light

IP&T
Wattage: 0.6W.

= 350em -
[ |

=

325 -

Voltage: 12VDC CE
Surface maunt. d ‘——am_“.: E::Q:n 2
Material:PC. i

Model No. Color Temperature Lens Type

CSM013008-WH Cool White(5500-6300K) Clear

CSMO13108-WH Cool White(5500-6300K) White

CSMOI13118-WH Blue White

CSMO13008-BK Cool White{5500-6300K) Clear

CSM013108-BK Cool White{5500-6300K) White

CSM013118-BK Blue White

LED Courtesy Light

P67
Wattage: 0.4W.
Voltage: 12vVDC

l?:ar:g:ig I‘;El:gi}ainless Steel. Tyt 5
Mode| No. Color & Color Temperature LED Power
CSMO013107-WH Cool White(5500-6300K) 4x02W
CSMO13107-WWH Warm White(2800-3200K) 4x02W

LED Courtesy Light

A\ T

Wattage: 0.2 W. . ?

Waorking Voltage: 12 VDC i

Mount Type: Flush mount E e
Model No. Color Temperature LED Power
CSM013101 Cool White(5500-6300K) 1= 02W
CSM013101-02 Warm White(2800-3200K) 1=x0.2W
C5MO013101-BU Blug T=0.2W
CSMO13101-M Multi-Color 4x0.2W

Courtesy light

® @

CSMQ13051 C5SM013052

ey &

CSMO013108-WH  CSMO13108-BK

CSMO13107-WH

CSMO13101

CSMDl?.lﬁl-BU CSM013101-M



Courtesy light

LED Courtesy Light

IPEE

Working Voltage: 12 VDC
Mount Type: Flush mount
Material: Stainless Steel
Lumen:28

Mount hale 2inch (51mm )
Diameter:3inch (76mm)

Mode| No. Color Temperature LED Power

CSM013200 Cool White(5500-6300) 0.5W

LED Livewell Light 12VDC

38.0mm

#33 i
IP68 ==
m |2
Wattage: 0.2W. H o|3
Voltage : 12vDC 5 E -
Flush mount. Halsl 5 M21.5 mm
Material: PC 013071 E013021
Model No, Color Temperature LED Power
CEMNT13011 Cool White(5500-6300K) 1=0.2W
CSMO013012 Blue 1=0.2W
CSM012021 Cool White(5500-6300K) 1x0.2W
CSM013023 Blue 1x=0.2W
1L0 e |
Wattage:9.6W ]_ \ P
Waorking Voltage:DC10-30V i Ju
Surface mount. I _
Material: PC ]

Housing Colour : White

Model No. Color Temperature LED Power
CSM012301 Coal White(5500-6300K) 33x0.5w

CSM013200

CS5MO13011 C5Mo13021

CSM012301



LED Ceiling Light

IP6E

Wattage: TW.

Working Voltage: 12 VDC
Flush mount

LED Power:6=0.2W

E0D12044C 5.5.304 Trim ring PC Trim ring
Model No. Color Temperature Material
C5M012041C Cool White(5500-6300K) PC White
C5M012041 Warm White(2900-3000K) PC White
CSM012042 Blue PC White
CSM012044C Caool White(5500-6300K) PC+55.304
CSM012044 Warm Whita(2900-3000K) PC+5.5.304
CSM012045 Blue PC+55304
CSM012046 Red PC+5.5.304
&_‘
%
B9 mm 7_3..
IP67 -
Wattage: TW.
Valtage: 12VDC.
Surface mount. \
LED Power:6x0.2W
Model No. Color Temperature Material
CSM012071 Cool White(5500-6300K) PC+5.5304
CSM012072 Blue PC+55.304
CSMD12073 Warm white PC+5.5.304
M ©
IP66 i #77.2mm— § €
W, : — E [j _:‘I =+
attage: 0.5W. 2 e
Working Voltage: 12 VDC I— —3H ByP——— -~
Flush mount 5.5.304 Trim ring PC Trim ring
LED Power3=0.2W
Mode| No. Color Temperature Material
C5M013031 Coal White(5500-6300K) PC
CSM013033 Blue PC
CSM013034 Cool White(5500-6300kK) PC+5.5304
CSM013035 Blue PC+5.5304

Celling Light

-

CsM012041C

CSMO012045

CS5MO12046

CSM012071 CsSM012072
CS5MD13031 CSM013033



Celling Light

LED Ceiling Light 12VDC

Wattage: 3.6 W,

Mount Type: Surface mount
LED "2835":20x0.2W

Lens 3 inch

— _é -—llE:I.quh—-_%
i
I-—il:?ﬂrrlm—-l ! |-— mumm—qj
Lens 4 inch Lens 5 inch

Model No.  Color Temperature Diameter Material Voltage
CSM012013 White (5500-6300K) 106.6mm(4-1/6") Brass 12V
CSM012014 White (5500-6300K) 106.6mm(4-1/6")  |55304 |12V
CSM012023 White (5500-6300K) 137mm/ (5-3/8" )  |Brass 12V
CSM012024 White (5500-6300K) 137mm/ (5-3/8*) |55304 |12V
CSM012024-WR |Red/White (5500-6300K) [137mmy/ (5-3/8") |55.304 |12V
CSM012033 White (5500-6300K) 168mm/(6-5/8") Brass 12v
CSM012034 White (5500-6300K) 168mm/(6-5/8") 55304 |12V
C5M012034-24V | White (5500-6300K) 168mm/{6-5/8") 5.5.304 24y

Stainless Stee| Brass

LED Ceiling Light

Wattage: 4.4 W,

Working Voltage: 12 VDC
Mount Type: Surface mount

LED "2835":24 pcs

Model No.

C5M012052

White {5500-6300K)

o

Color Temperature

anomm

Diameter
125mm/5s

LED Ceiling Light

Wattage: 5inch 6W, dinch 4W
Waorking Voltage: 10-30VDC
Mount Type: Surface mount
With blue night [ight switch

|©]©

CSM012008-02  CSM012008
Model No. Color Temperature Diameter
CSM012008 Warm White (2900-3200K) 127mm/5"
CSM012008-C Cool White (5800-6300K) 127mm/5"
CSM012008-02 Warm White (2900-3200K) 102mm/4"
CSM012008-02C Coo| White (5800-6300K) 102mm/4 "




Celling Light

LED Ceiling Light 12VDC

et
Wattage: 2.2W

Working Voltage: 12VDC
Mount Type: Surface mount =

Mode| Na Color Temperature Material

CSM012104 Warm White (2900-3200K) PC

LED Ceiling Light

Wattage: 3W
Waorking Valtage: B-30 VDC
Mount Type: Flush spring mount

21.0mm

1 |
= i
o d
o =
= o
3 3
3

Color Temperature Material

RGBW (White 5500-6300K) Stainless Steel

CSM018001 Red, Green, Blue, White

LED Ceiling Light

78.0mm
e
<
Wattage: 3W =
Working Voltage: 8-30 VDC B0
Mount Type: Flush spring mount
Model No. Color Temperature Material

CSM012001 Warm White (2800-3000K) Stainless Steel




Strip Light

LED Strip Light 12VDC

P67

Wattage: 3W

Waorking Voltage: 12 VDC
Mount Type: Surface mount
Housing Material:Aluminum

Model No.
CSM014052

Color Temperature

Warm White (2900-3200K) 11-7/8" /300mm

LED Strip Light

=
Wattage: TW _ g

pat
Working Valtage: 12 VDC —Jt
Mount Type: Flush mount

o,

-y
TE5m

Housing Material:PC C5M014031 C5M014033
Model No.  Color Temperature Lenght
CSM014031 White (5500-6300K) 4"/100mm
CSM014032 Blue 4"/100mm
CSM014033 Blue 8"/ 203mm
CSM014034 White (5500-6300K) 8"/203mm

LED Strip Light
|P:67 l:l:::" Eﬂluma E -
Wattage: IW 2
Waorking Violtage: 12 VDC _
= oy 1)
CSM014043 N @ @

z
3

Maount Type: Surface mount
Housing Material:PC

Model No.

CSM014041

Color Temperature

CSM014041 White (5500-6300K) 4-1/4 "/ 107.4mm . m
CSM014042 Blue 4-1/4 "/107 4mm —
CSMO014043 Blue 8-1/4 "/ 208.4mm
C5M014044 White (5500-6300K) 8-1/4 '/ 208.4mm
|P:67
Wattage: AW
Working Valtage: 12 VDC = 7
Mount Type: Surface mount -
Material : Plastic 7 == °
Switch: ON/JOFF g1 L2 e -
Mode|l No.  Color Temperature Lenght m.
CSMO014061-NWH | White (4000-4500K) 9-3/8 "/ 240mm _.
CSMO14061-WB | White+Blue 9-3/8 “/240mm
CSMO014061-WR | White+Red 9-3/8 "/ 240mm

CSM014061-NWHL

White{4000-4500K)

9-3/8"/240 mm No Switch




LED Reading Light

Wattage: 3,TW
Working Voltage: 12 VDC
Mount Type: Surface mount

‘Model No.  Color Temperature Material
CSM015001 Warm White (2900-3200K) Stainless Stes|

LED Reading Light

Wattage: 3.1W
Working Voltage: 12 VDC
Mount Type: Surface mount

Model No.  Color Temperature Material

‘ CSMO15002 ‘ Warm White (2800-3200K) | Stainless Steel

LED Brass Reading Light

Wattage: 0.5W
Warking Valtage: 12VDC
Mount Type: Surface mount

Model No.  Color Temperature Material

CSMO15011 Warm White (2900-3200K) Brass Lacquerad

LED Brass Reading Light

1S 6rm

145

Wattage: 3.1W E i
Working Voltage: 8-30 VDC

Mount Type: Surface mount

Model No. LED&Color Material

CSM015031 1x3W/Warm White Stainless Steel

CSM015032 1%3W/Warm White Brass Lacquered

CSMO15033 12x0.2W/Warm White Stainless Steel

Reading Light




Reading Light

LED Reading Light

Wattage: TW i
Working Voltage: 12VDC C5M015351
Surface finished: Chrome
Mount Type: Surface mount
Material : Aluminum

CSM015352
Model No. Color Temperature Type §
CSM0O15351 Warm White (2900-3200K) Swivel joint g
C5M015352 Warm White (2900-3200K) Flex
LED Reading Light
Wattage: 2W
Working Voltage: 12vDC ) CSM015311-01

Surface finished: Satin nicke|
Mount Type: Surface mount
Material : Aluminum

\e
Model No. Color Temperature
CSM015311-01 | Warm White {2900-3200K) Swivel joint

~  (€5M015312-01
CSM015312-01 | Warm White (2900-3200K) Flex

LED Reading Light

Wattage: 2W

Working Voltage: 12VDC
Surface finished: Chrome
Mount Type: Surface mount
Material : Aluminum

* For RV use only

C5M015401

Model No. Color Temperature

C5MO015401 Warm White (2900-3200K) Flex

LED Reading Light

Wattage: 1W

Waorking Voltage: 12VDC
Surface finished: Chrome
Mount Type: Surface mount
Material : Aluminum

* For RV use only

CSM015391

Model No. Color Temperature

C5M015391 Warm White (2900-3200K) Swive| joint




LED SpotLight 8-30VDC

High quality LEDs for maximum light output and energy efficiency.
Perfect beams of light to eliminate dark spot.

Extremely bright.

Effective Wattage: 2TW

Working Voltage: 10-30 VDC S
Mades: Flash, Fade, SOS, Dimmer D j
Rotation: 355° & E 70" =

S0M distance RF remate control ' |

IP Rating; IP&5 ey
Patent No. 2017215246751, 2017305640263

Model No. Colar Temperature
CSM016001-B | Cool White (5500-6300K) 12x5W
CSMOLE001-B2 | Warm White (2900-3200K) 12x5W |

LED Spot Light 8-30VDC

|P Rating: |P65

Effective Wattage: 2TW 2130mm
Working Voltage: 10-30 VDC

Mount Type: Surface mount

Rotation: 355° & E70°

50M distance RF remote control

High quality LEDs for maximum light output and energy efficiancy. 120,0mm
Perfect beams of light to eliminate dark spot.

Extremely bright.

BE.Ur'nm-J

Madel No. Calor Temperature

CSM016002 | Cool White (5500-6300K) au5W

Spot Light




Deck Light

LED Deck Light 10-30VDC

- n‘~ —
|P Rating: IP68 @I R
LED Wattage: 18 W ? ”LJI-‘I@H{'A"' '
Effective Wattage: 14W -

Working Voltage: 10-30 VDC
Mount Type: Bracket mount
High quality LEDs for maximum light cutput and energy efficiency.

Model No.  Color Temperature Material

CSM013001 White (5500-6300K) Aluminum

LED Deck Flood Light 10-30VDC

|P Rating: |P&8

LED Wattage: 40W

Effective Wattage: 20W

Working Voltage: 10-30 VDC

Size: 100mm=100mm

Aluminum boat work flood light with 55316 bracket.

Model No.  Color Temperature Material

C5M013002 White (5500-6300K) Aluminum

LED Open-topped Light 10-30VDC

|- 2763 -
|P Rating: |P&7 | }"rn-n-l-rrrrrrrrrtL ‘,i’ :
LED Wattage: 6 W i 5
Effective Wattage: 3.3W [Esszscssrsssssza] g ™ Wm
Waorking Voltage: 10-30 VDC — S

Model No. Color Temperature Material

CSM021001 White(6000K) Aluminum




Solar Power Ventilator

_-— ~ Solar I'ow_er Ven

--— —— Sola.r Puwar Stor&ge, ad'haum Availal'ﬁ

Solar power ventilator

For marine, boats, yachts, trailer, caravan Solar vent.

Waterproof design.

High quality battery can run the vent up to 30 hours with no sunlight.
Twao types of blade{Intake & Exhaust) are provided with each vent.
Ventilator with rechargeable battery and switch.

Model No. Material: Battery Switch CSM524135 CS5M524138
CSM524135 Plastic NO NO
CSM524135-B Plastic YES YES -
CSM524136 Stainless Stee| NO NO 7
CSM524138-B Stain|ess Steel YES YES 4
CSM524139 Plastic YES YES kz J -
CSM524140 Plastic NO YES

CSM524140 CSM524139




Rod Holder

Stainless Steel Rod Holder

Size:256mmX56.9mm

Model No. Mount Type Material ?

CSM568540-55 Bracket 5.5.304
CSM568541

CSM568541 Bracket 5.5.304

C5M568541-56 Bracket 55316 ﬁ

CSM568540-55

W/Neoprene gasket & [nsert
Material:5.5.304

Size:47.6mm x 241.3mm
Model No. Mount Type Angle
CSM565185 Flush 30°
C5M565185-01 Flush 15°
CSM565185-02 Flush 90°
CS5M565185
w/PVC cap
Material:5.5304

Sized7.6mm x 241.3mm

Model No. Mount Type

CSMB5186 Flush 30°

CSME5186-01 Flush 15°

CSM65186-02 Flush g

CSMB5186
Material:S.5.316

Mode| No. Bottom Type Angle &
C5M565001-01 w/Drain at the bottom 15° ,
CS5M565001-02 wy/Drain at the bottom 30°

CSMS565001-01 Drain at the bottom

CSM565001-03 w/Drain at the bottorn gp*

C5M565002-01 Stop pinat the bottom 15°

- -
CSM565002-02 Stop pinat the bottom 30° ]
CSM565002-03 Stop pinat the bottom 0"

CSM565002-01 Stop pinat the bottom




Stainless Steel Hinge

CSMG02001 93mmX24 5mm

C5M609002 B86. SmmX30mm

f o0
\ﬂ o
Models Size

CSM609003 93mmX24mm

CSMB09056 130mmX40mm

Maodels Size
CSMB09057T 115mmX40mm

C5MG02009 127mmX40mm

Models Size
CSMB09053 | 76 6mmX51mm

Models Size
CSMGE08015 BEmMmMX7Smm

= = {im=

Models Size
CSMB08016 103mmX27mm

CSMGB09018 TTmmX38mm

Madels Size
CSMG0a019 A7mmX3Bmm

C5M609058 M7mmxX40mm

CS5MB058014 TAmMmMX75mm

CSMG09017 62mmX37.5mm

C5MB09020 GOmmX3Tmm




Hinge

Stainless Steel Hinge

CSMB09021 TEmMmX3Tmm CSMEB09022 | 98 S5mmX37 5mm CSMe08023 125mmX45mm

Models Size Models Size Models Size
CSM&09024 30mmX30mm CSMB09025 50 8mmX50.6mm CSMB09026 TimmX41mm

 OlO
Lo
Ol ©

Models Size
CSMB0202T 57TmmX3a7 5mm CSMe09028 74mmX37.5mm CSMB09029 B5 TmmX37 5mm

Models Size
CSMG09030 A0mmX37 5mm CSMe09031 46mmXE5mm CSMe09032 S7TmmX&5mm

Models Size Maodels Size
CSME09034 | 74mmX38mm CSMB09036 | 104.8BmmX37.5mm




Stainless Steel Hinge

m’ﬂ o o 8]
Models iz
CSMB0S038 136 5mmX27Tmm CSMB09039 35mmX37.5mm CSMB02040 B5SmmX3Bmm

Models Size Models Size

C5MGE09041 65mmX38mm CSME09042 103mmX28mm C5SMB09043 127mmX28 6mm

CSME08044 155 6mmX28 6mm C5MB09045 127mmX41mm CSMB09046 179 5mmX41.3mm

Models Size
CSMGoo04T 179.5mmX38 1mm CSMG09048 B5SmmX26mm CSMe09049 127TmmX47mm

C5MB08050 51mmX38 1mm CS5ME09051 S1mmX44.5mm C5MB09052 S1mmXS5Tmm




Hardware

Casting Hinge

Material:S.5.316

Model No. Size / mm Weight / KG
CSM700101-1 38 x 38 0.04
CSM700101-2 40x 40 0.048
CSM700101-3 50 % 50 0.092

Material:S.5.316

CSMT00102

Size /mm

75x75

Weight / KG

0.265

Material:5.5.316

Maodel No. Size / mm Weight / KG

CSM700103 76x38 0.1
Material:S.5.316

Mode| No. Size /mm Weight / KG

CSMT700104-1 57x38 0.08

CSMT00104-2 76 x 38 0.092

Material:S.S.316

CSMT00105

102 %38

Weight / KG

0.126

Material:S.5.316
Model No.

CSMT00106

Size / mm

100 x 100

Weight / KG

048

CSMT700101-1

CSMT700102

CSM700104-1

CSMT00105

CSM700106



Hardware

Flush Lift Ring

Material:S.S.316

Model No. Size / mm Weight / KG C5M700201
CSMT00201 76x 58 0.146
Material:S.5.316
Size / mm Weight / KG CSMT700202
CSM700202 4838 0.048
Material:S.5.316 O
: ) AN % CSMT00203
Size / mm Weight / KG ) \g/o
CSMT00203 62 x 44 0.088

Flush Lift Ring

Material:S.S.316

R o } CSMT00204

Mode| No. Size / mm Weight / KG

CSMT00204 50 0.048

Material:S.5.316

Madel No. Size / mm Weight / KG

CSM700205 7555 0.15

Material:5.5.316
Model No. Size / mm Weight / KG

CSMT700206-1 44 % 38 0.046

C5MT700206-2 65x 55 0.135




Hardware

Hatch Turning Lock

Model No. Weight / KG Material

CSMT00405
CSMT700405 0.505 55316

Weight / KG

CSM700406 0.252 55316

Model No. Weight / KG Material

CSM700407 0.28 55316

Turning Lock

_ ] CSMT700401-1
Model No. Weight / KG Material
CSM700401-1 0.24 55316 %
CSMT700401-2 03 55316
Model No. Weight / KG Material CSMT700402
CSM700402 0.27 55316
Model No. Weight / KG Material
CSM700403 033 $5.316 CSM700403




Hardware

Latch Lock

- +
£ -

é -

M

Maodel No. Weight / KG Material

= ._ar;.-
b4

CSMT00301 0.118 55316 CSMT00301

Model No Weight / KG Material ;

CSMT700302 0.097 55316 g

CsSM700302

Maodel No. Weight / KG Material
CSMT00305-1 0.163 55.316
CSMT00305-2 0.163 $5.316
CSM700305-3 017 55.316 CSM700305
CSMT00305-4 0.17 §5.316
Tank Vent
Model No. Weight / KG Material
55316
CSMT00601 0.085 CSM 00601
Weight / KG Material '
CSM700602 0.11 $.5.316 g
CSM700602

Model No. Weight / KG Material

CSMT700603 0102 55316

CSMT00603

Madel No. Weight / KG Material

CSM700604 012 55316
CSM700603




Boat Accessories

Boat Cutting Board

Rod Holder Mount

Size: 460%370mm

Material: Polypropylene.

With handy knives, plier and mount |eg holder.

(knives and plier are not included)

Adjustable angled mount leg is made of hard anodized
aluminum tube which fits into most cross pin rod holders
Extremely strong and tough against cuts,it will not crack, peel
or mildew .

Model No. Mount Tpye
CSM401002-1 Adjus.table anglnlzd maunt
Aluminum pole in rod holders.
CSM401002-2 Rail mount CSM401002-1  CSM401002-2

Fits 7/8"and 1" round rail or 1-1/4"square rail

Windlass Foot Switch 12-24VDC

Type:Up and down

Mode| No. Material: Color CSM400002
CSM400002 PC + Stainless Steel White
C5M400003 PC + Stainless Steel Black

C5M400003

Trim Tab Switch 12VDC

Model No. Material:

CSM521201 Aluminum Switch: (ON)-OFF-(ON)




Engine Kill Switch Keys

Boat Accessories

&

Hiwvy

HYYH WYY

CSM31001

U~

Model No. For Outboard
CSM31001 Landyard with 11 keys
CSM31001-HO Old Honda, OMC
CSM31001-MC Mercury

CSM31001-0J OMCIJE

C5M31001-YA YAMAHA- 9mm(Dia.)
CSM31001-YAL YAMAHA- 13.9mm(Dia.)
CSM31001-JN Johnson, Old Suzuki
CSM31001-OM New OMC
CSM31001-TO TOHATSU
CSM31001-57Z MNew Suzuki
CSM31001-KW Kawasaki
CSM31001-HD MNew Honda

C5M31001-vA  CSM31001-OM

Outboard Engine Extension Handle

Tiller hand|e diameter:35-40mm ( 1.38-1.57")
Model No.

CSMG00101-5

Material:

PC + Aluminum

Size
500mm ; [ 20inch )

CSMB00101-L Aluminum

650mm ; (25-1/2 inch)

Boat Hook

Material:

CSM561244 PC + Aluminum

Retractable




Switch Panel

Switch Panel

Switch Rating :12V 20A/24V 10A DC
Pane| Rating :Max current:45A

Mode| No.  Material: Size(L/H)
CSM-LBS3 Aluminum

180x110mm

Description

Power socket X1

USB socket X1

Voltmeter socket X1

Rocker switch X6 [ ON-OFF )
Fuse Ho|ders X3

CSM-LBSHS-T Aluminum

190 5x114 Smm

USB 2 port x 1

Rocker switch X4( ON-OFF )
Circuit breakers X3

Switch Rating :12V 20A/24V 10A DC
Pane| Rating :Max current:454

Model No.
CSM-R854 Plastic

EYERE] Size(L/H)

235X120mm

Description

Power socket X1

Dual USB Port X1
Voltmeter socket X1
Cigarette Lighter Socket X1
Rocker switch X8

Fuse Holders X4

Switch Rating : 12V 10A DC
Parel Rating : Max Amp: 20A

Mode|No.  Material  Size(L/H)  Description
CSM-TF5J/U-T Plastic 110x100mm Toggle switch x5
Fuse holders x 3
Dual UsB x 1
CSM-TFGJ-T Plastic 110x100mm Toggle switch *5
Fuse holders x3

Switch Rating :12V 20A/24V 10A DC
Pane| Rating :Max current:20A

Model No.  Material Size(L/H) Description
CSM-4L Aluminum 133x70mm Rocker switch X4
CSM-6L Aluminum 190x70mm Rocker switch X6

Aluminum 190x70mm Rocker switch X5
Alurminum 190%70mm Rocker switch X5
CSM-aL-U2 Dual USB Voltmeter X1

C5M-L653

CSM-LBSHS-T

CSM-TF5J/U-T  CSM-TF6J-T




Plastic Switch Panel

CSM-AP4S/P CSM-APGS/P CSM-APBS/P CSM-DCS1 CSM-DCS2
Material: Plastic Panel

Model No. Type Description Size(L/H)
CSM-AP4S/P 4 gang (ON)-OFF Switch x 1 ON-OFF Switchx 3 Circuit BreakersX2 130X100mm
CSM-APGS/P 6 gang (ON)-OFF Switch x 1 ON-OFF Switchx 5 Circuit BreakersX3 182X100mm
CSM-AP8S/P 8 gang (ON)-OFF Switch x 1 OM-OFF Switch % 7 Circuit BreakersX4 235X100mm
CSM-AF45/P 4 gang (ON}-OFF Switch x 1 OMN-OFF Switchx 3 Fuse HoldersX2 130X100mm
CSM-AFG5/P 6 gang (ON)-OFF Switch x 1 ON-OFF Switchx 5 Fuse HoldersX3 182X100mm
CSM-AFBS/P 8 gang (ON)-OFF Switch x 1 ON-OFF Switchx 7 Fuse HoldersX4 235X100mm
CSM-DCS1 \ Power SocketX1 \ Circuit BreakerX1 | 60X100mm
CSM-DCS2 \ Dual USBX1 \ Circuit BreakerX1 60X100mm

Plastic Switch

CSM-CB4

Switch Rating 112V 20A /24V 10A DC

CSM-CE6

Pane| Rating:Maximum Amp:454

Material: Plastic pane

CSM-CES

CsM-2121

CSM-2121W CSM-2121P CSM-2121P/J

Maodel No. Description Size(L/H)
CsM-CB4 4 gang ON-OFF Switch x4 Circuit BreakersX4 131x120mm
CSM-CB6 6gang ON-OFF Switch x 6 Circuit BreakersX6 163x120mm
CSM-CBS 8 gang OM-OFF Switchx 8 Circuit BreakersX8 235x120mm
CSM-2121 1gang ON-OFF switch x1 Circuit BreakerX1 60X120mm
CSM-2121W 1gang [ ON }-OFF-{ON) switch =1 Circuit BreakerX1 G0X120mm
CSM-2121P 1gang { ON )-OFF-ON switch x1 Circuit Breakerx1 60X120mm
CSM-2121P/J 1gang ( ON )-OFF-ON switch x1 Fuse HoldersX1 60X120mm




Aulminum Switch Panel

CSM-LB1H CSM-LB3H CSM-LB4H CSM-LBGH C5M-LBBH CSM-LB5H/S1

Switch Rating:12V 20A [ 24V 10ADC

Pane| Rating :Maximum Amp 20A(AP-LB1H).others: 454
Materal : Aluminum Panal

Mode| No. Description Size(L/H)
CSM-LBIH 1 gang ON-OFF Switch X 1 Circuil Breakers X 1 57X114, 5mm
CSM-LB3H 3 gang ON-OFF Switch X 3 Circuit Breakers X 3 96X114 5mm
CSM-LB4H 4 gang ON-OFF Switch X 4 Circuil Breakers X 4 133.5X114 5mm
CSM-LBBH 6 gang ON-OFF Switch X 6 Circuil Breakers X 6 180.5%114,5mm
CSM-LBBH 8 gang ON-OFF Switch X 8 Circult Breakers X 8 240X114 5mm
. 0 « Circuil Breakers X 5 y
CSM-LB5H/S51 5 gang ON-OFF Switch X 5 12V power socket x 1 190. 5X114.5mm
; Circuit Breakers X 5
- 5 gan ON-OFF Switch X 5 190. 5X114.
CSM-LBSH/U aana 3 1A dual USB socket x 1 90.5X114 5mm
>
>
=
-3
CSM-LB1Z CSM-LB3Z )

CSM-LB4Z CSM-LB6Z CSM-LB8Z CSM-LB5Z/S1

Switch Rating:12V 204 [ 24V 10ADC
Pane| Rating :Maximum Amp 45A(AP-LB1H),others:45A
Material : Aluminum Pana|

~ Model No. Type Description _ Size(L/H)
CSM-LB1Z 1 gang ON-OFF Switch X 1 Circuit Breakers X 1 114 5X57mm
CSM-LB3Z 3 gang ON-OFF Switch X 3 Circull Breakers X 3 114 5X96mm
CSM-LB4Z 4 gang ON-OFF Switch X 4 Circuit Breakers X 4 114.5X133.5mm
CSM-LBBZ 6 gang OM-OFF Switch X 6 Circuil Breakers X 6 114.5X190 5mm
CSM-LBBZ 8 gang ON-OFF Switch X 8 Circuil Breakers X 8 114 5X240mm
i y ) Circuil Breakers X 5
C5M-LB5Z/S1 5 gang ON-OFF Switch X § 12V power socket x 1 114 5X190.5mm
N 5 qan -OF . Circuil Breakers X 5 114 5X190 5
CSM-LBSZ/U gang ON-OFF: Switch X & 3 1A dual USB socket x 1 mm




Plastic Switch Panel

Y @

CSM-1802 CSM-1803 CsSM-1804

Swilch Raling:12V 20A / 24V 10ADC
Pana| Rating :Maximum Amp 45A

Material : Plastic

Model No. Type Description Size(L/H)
CSM-1802 4 gang ON-OFF Swilch x 4 Circuit BreakersX4 131X120mm
CSM-1803 f gang ON-OFF Switchx 6 Circuit BreakersX6 183X120mm
CSM-1804 B gang ON-OFF Swilchx 8 Circuit BreakersXB 235X120mm

CSM-R452 CSM-R6S3 CSM-R854

Switch Raling:12V 204/ 24V 10ADC
Panel Rating :Max Amp:20A per 2 branches

Materia| : Plastic

Mode| No. Description Size(L/H)
CSM-R452 4 gang ON-OFF Switch x 4 Power Socket x 1
Fuse Holders X 2 3.1A Dual USB Socket x 1 131X120mm
. Power Socket x 1
CSM-R6S3 6 gang ON-OFF Switch x 6 3.1A Dual USB Sockst x 1 183X120
Fuse Holders X 3 Blue Volimeter x 1 mm
Power Socket x 1
CSM-R854 8 gan ON-OFF Switch x 8 3.1A Dual USB Socket x 1
ik Fuse Holders X B Blue Voltmeter x 1 235X120mm
Cigaretie lighter socket x 1




Switch panel

Stainless Steel Switch Panel

Il

CSM-2134 CSM-2136 C5M-2138

Swilch Raling:12V 20A / 24V 10ADC
Panel Rating : Max Amp: 20A per 2 branches

Material : Plastic and stainless stee| cap

Mode| No. Description Size(L/H)
CS5M-2134 4 gang ON-OFF Button Switch x 4 Fuse Holders X2 52X130mm
C5M-2136 6 gang ON-OFF Button Switch x 6 Fuse HoldersX3 52X182mm
CSM-2138 8 gang ON-OFF Button Switch x 8 Fuse HoldersX3 52X234mm

e

ee
eece
ee®

CSM-2234 C5M-2236 CSM-2238

Switch Rating: 12V 20A / 24V 10A DC
Pane| Rating : Max Amp: 20A per 2 branches

Material : Stainless stesl

Mode| No. Description Size(L/H)
CSM-2234 4 gang ON-OFF Button Switch x 4 Fuse Holders X2 80X80mm
CSM-2236 6 gang ON-OFF Button Switch x & Fuse HoldersX3 BOX110mm

C5M-2238 8 gang ON-OFF Button Switch x & Fuse HoldersX3 80X140mm




Battery box

Battery Box
I

CSM-1717 Paower Sockstx2

Dual Port USB Sockeix1
Volimeter Socketx1
Circuit Breaker Switchx1

_ Power Socketx1
CSM-1718 Dual Port USB 5 et CSM-1717 CSM-1718

Volimater Socketx 1

Anderson Connectorx2(50A)

Circuit Breaker Switchx1
CSM-2222 Power Socketxt

Dual Port USB Socketx1

Voltmeter Sacketx1

Anderson Conneclori2(504A)

Baltery Switchx1

CSM-B2105 Rocker Switch x6(12V 20A /24V 10A DC) CSM-2222
Powear Sockat x3(12V 20A /24V 10A DC)
Dual Port USB Socketx1 (5V 3 1A DC)
Voltmeter Socket x1(6V~30V DC)

Anderson Connector x2(504)

Fuse Box x1 (100A 32V DC max)

Bus Bar x2 (150A 32V DC max) -
Fuse:5Ax1 [ 15Ax3/ 20Ax1/ 30Ax2

Wire :1015/10AWG & 1015/14AWG '
Dimensions({LxWxH):355x180x138mm

Shell Material : Nylon

CSM-B2105

CsSM-B2201 Anderson Conneclor X1{50A-npul)
Andersan Connector x2 (S0A-Output)
Power Socket x3 (12V 20A 24V 10A DC)
USB Type-ax4 (5V 2 4A DC)

USB Type-cx1(PD 5.0V-20V | Max:60W)

Voltmeter x1 Rating: 8V-30V

Fuse Box x1 (100A 32V DC_max)

Fuse :10Ax3 / 30Ax2

Wire :10269 | BAWG &10269 / 10AWG & 1015/ 16AWG
Dimensians(LxXWxH): 140x160x85 mm

Shell Material : Nylon

CSM-B2201

CSM-B2201BS Anderson Conneclor x1(50A-input)

Andersan Conneclor x2 (50A-0utput)

Battary Switch x1 (100A 32V DC max)

Power Socket x2 (12V 20A [ 24V 10A DC)

USB Type-axd (5V 24A DC)

USB Type-c x1 (PD 5.0V-20V / Max:60W)

Voltmeter x1 Rating: 6V-30V

Fuse Box x1 (1004 32y DC max)

Fuse:104x2 / 30Ax2

Wire 110269 / BAWG &10269 / 10AWG & 1015 / 16AWG CSM-B2201BS

Dimensions (LxW xH): 140x160x85 mm
Shall Matarial:Nylon




Battery switch

Model No. Description
C5M-2008-01 Nominal Voltage | DC 12V

Combine Voltage Dc 13 3V

Open Voltage De 12.8V

Cantinuous Current Rating / 125A

Intermittent Current Rating/ 140A

Shell Material . Nylan

CSM-2008-01

CSM-2008-02 Nominal Voltage | DC 12V/24V

12V mode: cambine voltaga DC13 3V, open vollage DC12.8V
24V mode: combine voltage DC26.8Y, open vollage DC25.6Y
Continuous Current Rating [ 125A

Intermittent Current Rating/ 1404

She|l Material . Nylan

CSM-2008-02

Battery Switch

CSM2332 Switch Type: Single Circuit ON-OFF
Continuous Rating:275A DC
Intermittent Raling: 4124 DC
Cranking Rating: 11004 DC
Voltage Rating: DC 32V({Max)
Terminal Studs: M10x2

Mounting Hole: ©52.5mm

CSM2333 Switch Type: Selector 4 Pasition
Continuous Rating: 2004 DC
Intermittent Rating: 300A DC
Cranking Rating: 800A DC
Vaoltage Rating: DC 32V(Max)
Terminal Studs: MBx3

Mounting Hole: ®52 5mm

CSM-2202 Continuous Rating: 50ADC CSmM2333
Intermittent Rating (3 Mins).75A DC
Valtage Rating: DC 32V(Max)
Terminal Studs: Mx2

Panel Opening:®22 0mm

C5M-2203 Continuous Rating: 1004 DC
[ntermittent Raling (3 Mins):150A DC
Voltage Rating: DC 32V(Max)
Temminal Studs: M6x2

Panel Opening:®29 0mm

CSM-2204 Continuous Rating: 2004 DC CSM-2202
[ntermittent Raling (3 Mins):300A DC
Vaoltage Rating: DC 32V(Max)
Terminal Studs: MBx2

Panel Opening: ©38.0mm




Battery switch

Battery Switch

~ Model No. Description

CSM23-6006 Switch Type: Single Circuit ON-OFF
Continuous Rating: 3004
[ntermittent Rating (5 mins): 500A
Cranking Ratng (30s):900A

Voltage Rating: DC 48V(Max)
Terminal Studs: 3/8"( M10x2 )
Operating Temperature:-20C~+60C CSM23-6006
Rear Mounting Hole: ©@58mm
Front Mounting Hole: @86mm

CSM23-6007 Swilch Type: Seleclor 4 Pasilion
Continuous Rating: 300A
Intermittent Rating (5 mins):500A
Cranking Rating (30s): 900A
Valtage Rating: DC 32V(Max) é
Terminal Studs: 38" M10x3 )

Operaling Temperalure:-20 C~+50C
Rear Mounting Hole: ®@59mm

Front Mounting Hole: @66mm CSM23-6007
C5M23-6008 Switch Type: Selector 3 Position

Continuous Rating: 300A

[ntermittent Rating (5 mins):500A

Cranking Rating (30s): 900A

Voltage Rating: DC 32V(Max)

Terminal Studs: 3/8"( M10x3 ) &

Operating Temperature:-20T~+60C

Rear Mounting Hole: ®@53mm

Front Mounting Hole: @86mm C5M23-6008

CSM23-6010 Switch Type: Dual Circuit ON-OFF
Conlinuous Rating: 300A

Intermitient Rating (5 mins): 450A
Cranking Rating (30s): 675A Per Circuit
Vollage Rating: DC 32V(Max)

Terminal Studs: 3/8"( M10x4 )
Operaling Temperature:-20 T~+60T
Rear Mounting Hole: @58mm

Front Mounting Hole: @66mm

C5M23-6011 Switch Type: Dual Circuit Plus
Continuous Rating: 3004

Intermittent Rating (5 mins):450A
Cranking Rating (30s): 675APer Circuit
Vollage Rating: DC 32V{Max)

Terminal Studs: 38" M10x4 )
Operating Temperature:-20 T~+60C
Rear Mounting Hole: @59mm

Front Mounting Hole: ®@86mm

C5M23-6008




Fuse box

Fuse Box

CSM-1709L CSM-1710L CSM-1711L C5M-1709P CSM-1710P  CSM-1T711P

Input terminal rating:M5 threaded studs(100A 32V DC max)
[nput wira size:#4-6 AWG

Output terminal rating:30A max per circuil

Output wire size:#12-16 AWG

Red LED indicates when fuse is broken

Fuse Box With Light Description Size(L/H)
CSM-1709L 6 Circuits with Cover Screw lerminals 85X70mm
CSM-1710L 8 Circults with Cover Screw terminals 85XB5mm
CSM-1711L 10 Circuits with Cover Screw terminals 85X100mm
CSM-1712L 12 Circuits with Cover Screw terminals 85X115mm
CSM-1709P 6 Circuits with Cover PC terminal block 85X70mm
CSM-1710P 8 Circuits with Caver PC terminal block 85XB5mm
CSM-1711P 10 Circuits with Cover PC terminal block 85X100mm
CSM-1T712P 12 Circuits with Cover PC terminal block 85X115mm

CSM-1713L CSM-1714pP CSM-1910 CSM-1911

Terminal rating:M5 threaded studs (100A 32V DC max)

Wire size:#4-6 AWG

Single lineiterminal rating:M4 threaded studs ( 30A 32V DC max)
Wire size:#12-16 AWG

Fuse Box With Light Description Size(L/H)
CSM-1713L 6 Circuits with Cover and Negalive Bus Screw terminals 85XB7 75mm
CSM-1714P 12 Circuits with Caver and Negalive Bus Red LED indicates when fuse is broken 85X138.25mm
CSM-1910 6 Circuits with Cover and Negative Bus 105X110mm

Screw terminals

CSM-1911 12 Circuts with Cover and Negative Bus | C"cUit Breaker Type: B8 mode| R




Fuse box

Fuse Box

-

P
CSM-1901 CSM-1902 CSM-1903 CSM-1904

Material.Base:PAGE | Cap:PC

Terminal:Nicke| plaled copper

Screw:Stainless steal

Label:PP=70

Accepls ATO or ATC fuse 1A 1o 20A

Model| No. Fuse Box With Light Description Size(L/H)
Main lInel”|
CSM-1901 6 Circuits with Cover and Negative Bus Emgaglvmgggr;gxﬁ}lhmaded Siids 50X120mm
Wire size '#4-6 AWG
Single line |
CSM-1902 12 Circuits with Caver and Negative Bus Fm"gv’agg%g:; threaded studs 50X185mm
Wire size 1#12-16 ANG
CSM-1903 6 Circuits with Cover and Negative Bus Single line_| 50X120mm
Terminal rating: M4 threaded studs
5 12 Circuits with Cover and Negative Bus (20A 32V DC max)
£5M=2304 o Wire sizel 1#12-16 AWG S0xX1ESa
CSM-2011 CSM-2012 CSM-2013 CSM-2014
Main line:
Terminal rating:M5 threaded studs (50A 32V DC. max)
wire size:#12-16 AWG
Single line:
Terminal rating:M4 threaded studs { 20A 32V DC max)
wire size:#12-16 AWG
Red LED indicates when fusa is broken
odel Mo. se Box With Ligh escription ze
Mode| N Fuse Box With Light D pt Size(L/H
CSM-2011 ?I ('['!ﬂ;'-lftﬂt'ig;h Cover and Negative Bus waterproof fuse box for ATO or ATC fuses BYX92mm
nio 1 ou
CSM-2012 ;lzt?:'l‘“:tn’i:‘;;h Cover and Negative Bus walerproof fuse box for ATO or ATC fuses B7X129.5mm
n o]
f fuse for ATO or ATC fuses
CSM-2013 6 Circuits with Cover and Negative Bus welsrproo 87
(Inta 6 outl B) With connecting cable Xazmm
. 12 Circuits with Cover and Negative Bus walerproof fuse box for ATO or ATC fuses 7%1
CSM-2014 {Into 12 out 12) With connecting cable ST Z3.5mm




Fuse box

Fuse Box

Material: Base:PAGE Cap: PC
Terminal: Nicke| plated copper
Scraw: Stainless stea

Label: PP=70
Model No. Fuse Box With Light Size(L/H)
4 Circuits Negative Bus :
CSM1916-4 Main [ine: 90X100mm
Linto 4 out 4 1] Terminal rating:M5 threaded studs
(1004 32V DC.max)
B 6 Circuits Negative Bus Wire size:#4-6 AWG
CSM1916-6 Clinto 8 out 8 [1 Single ine: 130X100mm
Terminal rating:M4 threaded sluds
; ( 30A 32V DC max)
CSM1916-8 L Miid ot wire size:#12-16 AWG .
CSM1817-4 4 Circuits Negative Bus Main line:
[linte 1 out4 [ Terminal rating:M5 threaded sluds 90X 100rmm
(100A 32V DC.max)
i i Wire size:#4-6 AWG
CSM1917-6 e se e Single line: 130X100mm
Terminal rating:M4 threaded studs
( 30A 32V DC max)
CSM1917-8 8 Circuits Negative Bus Wire size:#12-16 AWG 170X100mm
Cnto 1 out 8 1
4 Circuits Negative Bus Main line:
- = - 90X100mm
CSMI918-4 Clinto 1 out 4 L] Terminal rating:M5 threaded studs
(100A 32V DC max)
6 Circuits Negative Bus Wire size:#4-6 AWG
CSM1918-6 Tlinta 1 out 6 [ Single line: 130X100mm
Terminal raling:M4 threaded studs
} ( 304 32V DC max)
CSM1918-8 l_'i'l::;"‘;":':l":ﬁ_f'“““ B Wire size:#12-16 AWG 170X100mm

CSM1916-4

C5M1918-4

CSM1916-6

CSM1918-6

C5M1918-8

CsM1917-4

CsSM1918-8

CSM1917-6




Bus bars

Bus Bars

CsSM1912C-6P CSM1912C-12P CSM1913C-6P CSM1913C-12P

Conlinuous Rating : 130A AC/M150A DC
Max Voltage: 300V AC/48V DC
Base:PABE/ Conductor ‘Brass /Cap:PC

Transparent cover

Mode| Ne. Description Size(WXLXH)

CSM1912C-6P 6P single circuit solid base bus bar Torminal S MEx? 22.0%123.03%2.8mm
CSM1912C-12P 12P single circuit solid pasel i ggpwMax12 20 0x183.0%42 Bmm
CSM1913C-6P 6P dual circuit solid base bus bar Eﬁﬁ:} gm"‘;‘::u 40 0%123 0x42 8mm
CSM1913C-12P 12P dual circuit solid base bus bar Yamina  Sorewiiid:24 40.0%183.0x42 Bmm

C5M1914C-2P CSM1914C-4P CSM1915C-2P CSM1915CHAP

Continuous Rating : 130AAC/150ADC
Max Voltage:300V AC/48V DC
Base;PAGS/ Conductor :Brass /[Cap:PC
Transparenl cover

Model No. Type Description Size(WXLXH)
! i Terminal Screw(_|MEx2
CsMl1gl4c-2p
2P single circuit solid base bus har Terminal Stud IMBx2 20 0x123.0%42 8mm
Terminal Scraw!_ |MGx=4 .
CSM1914C-4P 4P single circuit solld base bus bar Terminal Stud” IMEx2 20 0%183.0%42 8mm
Terminal Screw |MG:=4
CSM1915C-2P 2P dual circult solid base bus bar Terminal Stud[IMGx4 40 0=123 0=42 Bmm
Terminal Screw |ME6=8
CSM1915C-8P 4P dual circult solid base bus bar Terminal Stud”IMEx4 40.0=183.0%42 8mm




Bus bars

Bus Bars

CSM2106-150A CSM2106-300A CSM2106-450A
Max Violtage:300V AC/48Y DC
Base:PAGE/ Conductor :Brass /Cap:PC
Mode| No. Type Description Size(WXLXH)
Terminal S ‘M5=12
CSM2106-1504 12 Circuit 48V/150A solid base T:ml:::: slt:urgl:':.flaz ; 32 0%200 0=60.0mm
CSM2106-300A 12 Cireult 4BV/300A salid base T s 32.0%200 0x60 0mm
Terminal Scraw:MB=4
CSM2106-4504 12 Circuit 48V/450A solid base Terminal Stud: MBx2 32 0=200 0%60.0mm

Bus Fuse Holder

CSM2107-150A

@
) —

o —

CSM2107-300A

Max Voltage: 300V AC/48Y DC
Base:PABS/ Conductor :Brass /Cap:PC

Mode! No.

CSM2107-450A

CSM2108-150A  CSM2108-300A

Description

CSM2108-450A

Size(WXLXH)

CSM2107-150A

2 Circuit 48Y/150A solid base
Bus bar copper plate material IMM brass

Terminal Screw:MBx2
Terminal Stud:M8=2

32.0=200.0%60 .0mm

CSM2107-200A

2 Circuit 48V/300A solid bass
Bus bar copper plate material 6MM brass

Terminal Screw:M8x2
Terminal Stud:M8x2

32.0=200.0%60 0mm

C5M2107-450A

2 Circuit 48V/450A solld base
Bus bar copper plate materal 9MM brass

Terminal Screw:M8x2
Terminal Stud:M8x2

32.0%200.0%60 Omm

CS5M2108-150A

4 Circuit 48V/1504 solid base
Bus bar copper plate matenal 3MM brass

Terminal Screw:MBx4
Terminal Stud:M8x2

32.0%200 0%60 Omm

C5M2108-300A

4 Circuit 48V/300A solid base
Bus bar copper plate material MM brass

Tarminal Screw:MBx4
Terminal Stud:M8x2

32 0=200 0«60 0mm

CSM2108-450A

4 Circuit 48V/450A solid base
Bus bar copper plate material MM brass

Terminal Screw:MB8x4
Terminal Stud:M8x2

32 0=200 0=60 0mm




Bus bars

Bus Fuse Holder

CSM-2216 CSM-2216T CSM-2226 CSM-2226T
Max Voltage: 300V AC/48V DC
Base:PAB6/ Conductor :Brass /Cap:PC
With PC dust ecover
Model No. Type Description Size(WXLXH)
1 Circuit MB bindin 1
CSM-2216 Redcaputxt Terminal Stud Screws( IM6x1 50 050 044 Omm
1 Circuit MB binding post . —
CSM-2216T Copper plate Ei’;':::t'of‘.‘i'?'si‘i:“' il 50 0x50.0%44.0mm
Red cap nut x1 -
2 Circuit ME bindin | ,
CSM-2226 Red cap nut x1 o pes Terminal Stud Screws! |MEx2 50 050 0x44 Omm
CSM-2226T ?rg;:?:ilim: Sindlng post Terminal Stud Screws| IMGx2
Rﬁd cap nut x2 Conductor _BI'BSS 50.0%50.0%44.0mm

C5M-2218

LS

I-ﬁé

CSM-2218T C5M-2228

Max Voltage:300V AC/48YV DC
Base:PAGE/ Conductor :Brass /[Cap:PC

CSM-2228T

Mode| No. Description Size(WXLXH)

2 Circuit M8 binding post . AR

CSM-2218 Red cap nut x1 Terminal Stud Screws:M8x1 50.0%50.0%47.0mm
2 Circuit M8 binding post )

CSM-2218T cupper Fllatl! Tﬂﬂﬂ|n3| S'iud Screws:MB8x1 50 0x50 0%47 Omm
Red cap nut x1 Conductor :Brass ) )

CSM-2228 gi:f::g nM:: :;"d["g post Terminal Stud Screws:MBx2 50 0%50.0%47 Omm
2 Circuit M8 binding post Terminal Stud Screws:MBx2

CSM-2228T Copper plate Conduclor ‘Brass 50.0x50.0=47 Drrim
Red cap nut x1 '




Usb socket

Oled Socket

Screen:OLED, |nput:12-24VDC
Diameter: 1-1/2" , Mount Hole:1-1/8" , Accuracy:+2%

Material:Base:PC | Terminal.copper "
Size of Hole: ® 29 0mm
Madel No. Name Resolution

CSM-1701 Voltmeter Socket (Rating:BV-60V DC) 0.01VDC CSM-1701  CSM-1T02
CSM-1702 Ammater Socket (Rating:0A~100A DC) 0.1A
CSM-1703 Temp Meter Sockat(Rating:—40~125°C) 0.1°C
CSM-2009 Dual Voltmeter Socket(Rating:8V~60V DC) 0.01VDC
CSM-2010 Vaoltmeter  Ammeter Socket 0.01VDC
B Rating:8V~60V DC/0A~10A DC 0.01A CSM-1703 (CSM-2009 (CSM-2010

Dual Port Usb Socket

Mode| No. Description
Dual Port USB Socket ;
INPUT:12V~24V DC
QUTPUT( IType-1:5V 4 8A DC
CSM1305 Type-2:3 6V~12V Max. 32W

Material:Base:PAGE |/ Cap:PVC CSM1905

Terminal : copper

CSM1906

Dual Port USB Socket
INPUT:12v=24V DC

OUTPUT: Type-1:3 6V~12V Max.32W
C5M1305 Type-c:5V~20V Max 60W
Material:Base:PAG6 [ Cap:PVC
Terminal.copper

Vollage Rating:12V=24V DC

Mode| No. Description

PD/60W +PD/60W dual C socket
C5M2301 MAXBOW

PD/G0W+QC3.0/36W dual C sockst
C5M2302 Port 1: PD output (5V-20V MAX: B0W)

Port 2: QC3.0 output (3.6V-12V MAX: 36W)

PD/B0OW +5V/2 4A dual C sockeal CsSM23201 CSM2302 CSM2303
CSM2303 Port 1: PD output (5V-20V MAX: BOW)
Part 2: Qutput 5V/2 4A

QC3.0/36W+5V/2 4A dual C sockst
C5M2304 Port 1: QC3.0 output (3.6V-12V MAX: 36W)
Port 2: Quiput 5V/2 4A
C5M2305 SV/24A+5V/2.4A dual C sacket

Port output SV/Z.4A+5V/2.4A

C5M2304  CSM2305 CSM2306

5V/3.1A dua| C socket

CSM2306 Port: Output Sum 5V/3.1A




Usb socket

Dual Port Usb Socket

Model No. Description

Type-a + type-c dual USB sockat
Type-a : oulput (3.6V-12V MAX. 36W)
C5mM2310 Type-c : output (5V-20V MAX: 100W)
Type-a + type-c outpul simultaneously (I6W+E0w)

Base PAGE [ Cap:PVC
Terminal;copper

Mode| No. Description

Dual Port USB Sockel

CsSM2310
|NPUT:12\{f24V DC &
CSM2013-2 QOUTPUT [ |5V 31ADC & 5V 4 8ADC

Size of Hole_I® 29 0Omm C5M2013-2

5

CSM2012H

&

CSM2013-M

5

Dual Port USB Socket
INPUT:12V~24V DC

CSM2013H OUTPUTLISV 4 BA DC
Size of Hole[ |® 29.0mm

Dual Port USB Socket
INPUT:12¥~24V DC
CSM2013-M OUTPUT ISV 4 BADC

Size of Hole! 1t 29 0mm

Dual Port USB Socket
INPUT:12V-24V DC

OUTPUT 2_15V 4.2ADC
Size of Hole[ | @ 28 0mm

C5M2013-V

CSM2013-v




Andorson socket

Andorson Socket

Base:PAGE
Mode|l No. Description
CSM2001 1 hole fixing plate

50A Anderson Sockets & Terminals

1+1 Fixed plate
CSM2001D 50A Anderson sockal x2 & lerminal

1+1 Fixed plate

50A Anderson Sockets & Terminals
CSM2002 Power socket CSM2001 CSM2001D
Mounting screws & cold-pressed terminals, wires nol
Included

1+2 Fixed plale

Power sockeat

50A Anderson Sockets & Terminals

CSM2003 3.1A USB socket

Mounting screws & cold-pressed lerminals, wires not
included C5M2002 CsSM2003

Base:PAGE

Model No. Description

1 hale mounting frame

csmz2101 50A Anderson Sockels & Terminals
Mounting screws, wires not included
2 hale mounting frame

CSM2101D 50A Anderson sockel x2 & terminal csM2101 CSM2101D
Mounting screws, wires not included

2 hole mounling frame

50A Anderson Sockets & Terminals
CSM2102 Power ¢
Mounting screws & cold-pressed lerminals, wires not
included
3 hole mounting frame

Power sockel CsM2102 Cs5M2103
CsSM2103 50A Anderson Sockets & Terminals

3.1A USB sockat

Mounting screws & cold-pressed lerminals, wires not
included




Circuit Breaker Switch Panel

Max Volt: 12V
Material:PC
Max Amps| [16A
' Model No. Description
CSM-1704 Circuit breaker switch x4
CSM-1706 Circuit breaker switch x6
Material:PC
Mode| No. Description
16V/12A Circult breaker switch x1
CSM-1705 3.1A Red led USB x1
Power socket x1
16Y/12A Circuit breaker switch x1
3.1A Red |ed USB x1
CSM-1707 Power sockel x1
Voltmeter x1

CSM-1704

CSM-1705

CSM-1706

CSM-1707



MEMO



Cressa

Shenzhen Cressa Technology Co.,Ltd.

Tel:0755-81733099 E-mail:info@cressalighting.com

Add:B BLD, JiaHua Industrial Park, Web:www.cressalighting.com
XinPoTou, GuangMing New District,
ShenZhen, 518107, Guangdong, China



